fetrer/Date 19.06.2025

HIAAT HHAVT FIAA(TAHTEFY)/NOTICE INVITING QUOTATION (NIQ)

v Ave oRwR, weierar & awals ve aey omEm, das sdie i raks oEE &
AT & BA/EER F TFA! F TWEEFAFAT FI 8 PreUT & Fau 7|

Sub : Repair/maintenance of floor/wall tiles of inside & outside ladies hostel,
academic block and inside hostel mess at NIFT campus, Dharmasala.

TANTSTURE-Foold  TANSTHE IRAL, YHATA], Fool H Afgel oHEEE (e 3R
a1gR), &0 solieh 3R ARF SHEE™E & HITATT & BI/EGR & cgedl & WRET /

FFAT & fav gfafSsd SheRT & 3eER0T AR T &, ST o 3regeldats -1 H Helded
faaRor B & 398 IRy d § & 39 Fowd g A el wdAsoafaeadt @t
BIU/STh/HRAT & ALTH @ AT FX dlich A, TSI hered Gl fareh dere, fawe

IRER, HICEIRF, Fao{-670562 cleh 27.06.2025 T ATH 4.30 o AT 38H Tgol agd qh |

NIFT - Kannur invites quotation from reputed contractors for repair/maintenance of floor/wall
tiles of ladies hostel (inside & outside), academic block and inside hostel mess at NIFT campus,
Dharmasala, Kannur as per details enclosed in Annexure-l. We request you to submit your
best / competitive rates in the enclosed format hand/post/courier so as to reach to the Director,
National Institute of Fashion Technology, NIFT campus, Mangattuparamba, Kannur-670562
on or before 27.06.2025 at 4.30PM

A"t g ed/Terms and conditions:

1. @t ATl (T, Yooh, TRage, AMSI AT Yoo 3ME) e g Hr AT
All-inclusive (Taxes, duties, transportation, loading unloading charges etc) rates to be
quoted.

2. YR IHefeelh-1 & AR HIC Tedd e gl
You have to submit the quote as per Annexure-|

3. AfAgrHR @1 Ig Helg & Sl § & 3¢ 3109 I 1 I el & Yd ASC W IR F A
TR 3R TgsEFHor fr S FE Al FIS @

Contractors are advised to visit the onsite to check the requirement of the work and
clarification if any before quoting their rates.

4. 3T T FTASERIOT & FUAT e T (9061801675) & HUeh Y|
For further clarification, may please call Adarsh A (9061801675)
5. I8 FF FF I & IR B & 10 AT & 37eT FueT HaAT ST




The work will be completed within 12 days of issue of work Order.
6. A &S AR STwd Gofiaior § T Y Helded H|
Attach the proof of PAN card and GST registration No.
7. AT 10w Gaw & iR #7ae fasmer 3R areafds AT & YR W HATsleTh

quier & @ faar e

The payment will be made against satisfactory completion by building department and
actual measurement basis within 10 working days.

@

e

(9. 31, AT faardi/Prof Dr. Manoj Tiwari)
(@geFa fager (F3mdn)/Joint Director (1/C))

T & IHTAR FA-gee W Fede g gfafam:
Copy for display on the notice board as per the list:
1. Muncipal Office Anthoor

2. Village Office, Morazha

3. NIFT campus Kannur Notice Board



(Annexure-I)

Name of work: Repair/maintenance of floor/wall tiles of inside & outside ladies hostel, academic

block and inside hostel mess at NIFT cam

pus, Dharmasala.

Sl
No

Item Description

Unit

Quantity

Rate

Amount

1

Dismantling tile work in floors and walls laid in cement mortar
including stacking material within 50 metres lead. For thickness of
tiles 10 mm to 25 mm.

Sgm

69

Providing and laying of Vitrified tiles in floor of size 600mm x
600mm (thickness to be specified by the manufacturer), with
water absorption less than 0.08% and conforming to 1S:15622, of
approved brand & manufacturer,in all colours and shade, laid with
cement based high polymer modified quick set tile adhesive
(water based) conforming to IS : 15477, in average 6 mm
thickness, including grouting of joints (Payment for grouting of
joints to be made separately).

Sgm

56

Grouting the joints of flooring tiles having joints of 3 mm width,
using epoxy grout mix of 0.70 kg of organic coated filler of desired
shade (0.10 kg of hardener and 0.20 kg of resin per kg), including
filling / grouting and finishing complete as per direction of
Engineer-in-charge.

Sgm

56

Providing and fixing Ist quality ceramic glazed wall tiles of
size(30x20) conforming to IS: 15622 (thickness to be specified by
the manufacturer), of approved make, in all colours, shades
except burgundy, bottle green, black of any size as approved by
Engineer-in-Charge, in skirting, risers of steps and dados, over 12
mm thick bed of cement mortar 1:3 (1 cement : 3 coarse sand)
and jointing with grey cement slurry @ 3.3kg per sgm, including
pointing in white cement mixed with pigment of matching shade
complete.

Sgm

Providing and laying Vitrified tiles in floor in different sizes
(thickness to be specified by the manufacturer) with water
absorption less than 0.08% and conforming to 1S:15622, of
approved brand & manufacturer, in all colours and shade, laid on
20 mm thick cement mortar 1:4 (1 cement: 4 coarse sand) jointing
with grey cement slurry @3.3 kg/sqm including grouting the joints
with white cement and matching pigments etc. The tiles must be
cut with the zero chipping diamond cutter only . Laying of tiles will
be done with the notch trowel, plier, wedge, clips of required
thickness, leveling system and rubber mallet for placing the tiles
gently and easily.

5.

—

Glazed Vitrified tiles Matt/Antiskid finish of size 600 x 600 mm

Sgm

4.3

Total Amount(Rs)

GST Amount(Rs)

Grand Total(Rs)

Total Amount in words:

Supplier Name:

Signature with office
Contact Number:

seal:




